ZEBRA ZT400

Robust durability and future-proof flexibility

+ Available as 4 and 6-inch models with 203, 300 and 600 dpi

+ Large colour display for smooth operation

+ Easy loading of print media and ribbon

+ Direct connection to your Industrial Ethernet network
+ RFID-on-metal tagging option for metal containers

+ New functions can be added if requirements change

MORE PERFORMANCE, VERSATILITY AND USER-
FRIENDLINESS

Zebra's ZT400 series industrial printers are designed for harsh and demanding environments. The user-friendly
barcode printers have been developed for high- and medium-volume applications and round-the-clock reliability.
You can manage the settings quickly and easily using the large colour touch display. The side opening for
consumable material makes loading easier, faster and more user-friendly. The colour-coded media path helps the
user to load media and ribbon into the printer, and thanks to the lighting, everything is clearly visible even in poor
lighting conditions. Available in three print resolutions and two different print widths, the ZT400 printers are suitable
for a wide range of applications in manufacturing, transport and logistics, retail and more. With field-installable
options for connectivity, no carrier material media handling and RFID, you can easily add new features as your needs
change. Last but not least, the space-saving design also scores points: The double-folding cover allows easy storage
even in the tightest of spaces.
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ZEBRA ZT400

SPECIAL FEATURES

DESIGNED TO MEET YOUR BUSINESS REQUIREMENTS

The Zebra ZT400 series offers extensive connectivity options as well as helpful management and support tools. There are two open media
compartments to accommodate additional connection options. In addition, the robust computing power and memory will support firmware upgrades
and new Zebra DNA tools in the future. With factory or field-installable upgrades - including labels without carrier material, RFID and media handling -
the printer can be customised to your requirements at any time.

DUAL USB HOST PORTS FOR MORE FLEXIBILITY

Two USB host ports allow you to connect a variety of USB device types directly. Use a memory stick to replicate firmware, files and configurations or to
print and transfer formats in an uncomplicated way. Simplify data entry by connecting a scanner and a keyboard at the same time - thanks to two host
ports, the peripheral devices can remain connected.

DESIGNED FOR A WIDE VARIETY OF MEDIA AND APPLICATIONS

The ZT400 is available as a 4- and 6-inch model with 203 dpi, 300 dpi and 600 dpi* (600 dpi only for the 4-inch model of the ZT411). Add RFID
technology to print and encode labels to improve traceability and visibility. Choose Zebra's exclusive ZT411 RFID on-metal tagging solution, a specialised
option for printing and encoding thicker RFID labels for metal containers and inventory.

DEVICE COUPLING AND INFORMATION ACCESS BY TOUCH

With Print Touch™, you can pair ZT400 series printers with NFC-enabled devices at the touch of a finger. Dynamic QR codes give you instant access to
the data you need, including instructions videos from Zebra and product support.
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ZEBRA ZT400

TECHNICAL SPECIFICATIONS

PRINTING SPECIFICATIONS

Printing process Thermal transfer; Thermal direct; RFID (optional)
Print width up to 104mm @

Print length max. 2,591 mm

Printhead resolution 203 dpi; 305 dpi; 609 dpi

Print speed up to 356 mm/sec

Printhead technology Flathead

PDF direct printing +

@ 168mm (ZT421)

PRINT MEDIA

Material width (labels and liner

material) 254 -178 mm
Material thickness 0.058 - 0.25 mm
RIBBON

Ribbon width 51- 174 mm @
Core diameter 254 mm
Maximum length 450 linear meters
Winding Outside (standard)

Inside (optional)

@ depending on the model

HARDWARE

Display 43" colour TFT
RAM 256 MB @
ROM / flash memory 512MB @

Flash memory expansion as an option -

SD memory card slot -
USB memory stick slot +
Interfaces RS232; USB host dual; Applicator port; WLAN 802.11 a/b/g/n/ac (retrofit option); Bluetooth 4.1; Ethernet 10/100 BaseT; USB

@ 8MBuseravailable @) 64 MB user-available

SOFTWARE

Emulations ZPL
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ZEBRA ZT400

SOFTWARE

PHYSICAL ASPECTS

System dimensions (HxWxL)
Weight

Authorisations

Ambient temperature

Rel. humidity non-condensing
Supply voltage

Frequency

@ ZT411:16.33 kg / ZT421:1814 kg @ Operating temperature

ZPL2, EPL, XML

324 x 269 x 495 mm
184kg @

CE; CCC; FCC; RCM
0-40c®
20-85%

100 - 240V

50-60Hz
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ZEBRA ZT400

F . N

Maarweg 33 / 53619 Rheinbreitbach

T +49 (0)2224 77 08 O / info@webermarking.de

weber-marking.com

YOUR RELIABLE
PARTNER

PERSONAL POINT OF
CONTACT

Your personal point of contact from our
team will listen to you and explain the
options.

MADE IN GERMANY

With our Made in Germany production,
we guarantee quality and availability.

APPROPRIATE SOLUTION
We develop the optimal solution for
your requirements, independently of
technology.

REGIONALLY ROOTED,
GLOBALLY CONNECTED
As a family-owned company with
branches worldwide, customer relations
are always our top priority.

SEAMLESS SERVICE

Our comprehensive service network is
always on hand to help.

WEBER

MARKING SYSTEMS

2026-07-10 | en_INT



	Zebra ZT400
	Special features
	Technical specifications
	Printing specifications
	Print media
	Ribbon
	Hardware
	Software
	Software
	Physical aspects

	Your reliable partner


